VISATZN Breitbandlautsprecher

FRS 10 WP

Seewasserbestandiger 10 cm (4%)
Breitbandlautsprecher

mit Glasfasermembran, Kunststoffkorh und Kunststoff-
gitter, Ausgeglichener Freguenzgang, hoher Wirkungs-
grad und gute Mittel-Hochtorwiedergabe,  Durch
dauerhafte Wetterfestigkeit besonders geeignet flr
AuBenbeschallungsanlagen,  Schwimmbader, Sauna
und als Einbaulautsprecher fir Boote, Schiffe und offene
Fahrzeuge, Alch als Einbaulautsprecher fur Schiffs- und
Boaotamodelle,

Saltwater resistant 10 cm (4)

full-range driver

with glass fibre cone, plastic basket and grile, Balanced
frequency response, high efficiency and good high-mid-
range repraduction, Weather durability tested and there-
fore especially suited for outdoor sound reinforcement
systems, swimming pools, sauna and speaker for boats,
ships and open vehicles. Also suitable for model boat
applications.

Anwendungsmaéglichkeiten
+ feuchtraumgesignet

+  flr AuBenanwendungen geeignet
+ seewasserfest

+ funktionstlchtig bei tiefen Temperaturen gernan
EN 60068-2-1 (—40 °C; 96 h)

+ erflllt die Anforderungen des Germanischen Lioyd
(Anforderungen fUr elektrische Betriebsmittel /

&= Kalie)
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¢ moisture proof
+ suitable for outdoor applications
+ seawater proof

Eigenschatten Attributes + functionally at low temperature according to EN

o Wetterfest Weather-resistant E0068-2-1 (40 °C; 96 h)

o Balwurfsicher e e ¢ up to‘ the standards of the Germanisoher Lloyd
= . (requirerments for electrical equipment / low tem-
v’ U-bestindig LIV-resistant perature)
v 120 °C temperaturfest 120 °C temperature resistant
+120°C
Schutzart / Protective system (IP) -40°C
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Full-Range driver

Technische Daten

Nennbelastbarkeit 25 Watt
Musikbelastbarkeit 50 Watt
Impedanz 4+8Q
Ubertragungsbereich (10 dB) 90 - 19000 Hz
Mittlerer Schalldruckpegel 90 dB (1 W/1 m)
Maximaler Hub 6 mm
Resonanzfrequenz 190 Hz
Magnetische Induktion 0,9 Tesla
Magnetischer Fluss 160 y Weber
Obere Polplattenhdhe 3 mm
Schwingspulendurchmesser 19mm @
Wickelhdhe 5mm
Schallwandéffnung 92 mm @
Gewicht netto 0,36 kg

Technical Data

Rated power 25 Watt
Maximum power 50 Watt
Impedance 4+8Q
Frequency response (-10 dB) 90 - 19000 Hz
Mean sound pressure level 90 dB (1 W/1 m)
Maximum cone displacement 6 mm
Resonance frequency 190 Hz
Magnetic induction 0.9 Tesla
Magnetic flux 160 y Weber
Height of front pole-plate 3 mm
Voice coil diameter 199mm @
Height of winding 5mm
Cutout diameter 92 mm @
Net weight 0.36 kg
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Amplituden- und Impedanzfrequenzgang
Frequency and impedance response
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Abstrahicharakteristik / Radiation pattern 10000 Hz




